
120 mm

1 m

IP 65  protection

EMC gasketed sealed door

CONDUCTIVE interior surface

Loop Sensor

Radiating Loop

Twisted Pair Cable

50 ohm coax cable

Audio Power
Sweeper

Monopole Antenna (30 cm)

Transmitter Antenna

Network
Analyzer

Preamplifier
EMI Receiver

ESE SERIES EMC SHIELDED WALL MOUNTED ENCLOSURES
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400
400 200 ESE 040420 9.3 1 2 1

600 200 ESE 040620 12.7 1 2 2

600
 600 200 ESE 060620 16.1 1 2 2

1000 300 ESE 061030 28.1 1 3 2
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U = (A - 48) mm
V = (B - 48) mm
W = (C - 18) mm

ESE SERIES EMC SHIELDED WALL MOUNTED ENCLOSURES
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Width Height Depth Enclosures

Reference No

Weight Characteristics :

• Galvanized sheet steel
enclosure : 1.5 mm
door : 2 mm
mounting plate : 2 mm

• EMC gasketed sealed door.

• Conductive interior surface.

• Concealed hinges.

• 135° door opening.

• IP 65 protection.
(TS 3033,  EN 60529)

• Outer surface coated (RAL 7032w).

• Galvanized mounting plate.

On Request :

• Special colour.

• Special mounting plate.

• Special sizes.

• Pre-punching.

Overall Shielding Effectiveness  (SE)

Frequency (kHz) Frequency (MHz)

Shielding Effectiveness (SE) is the measure of an enclosure's attenuation radiated electromagnetic energy.
This value is expressed in decibel (dB). Formula as follows: SE = 20 log10 (E0/E1)  where E0 is the measurement
of radiated voltage from outside the enclosure, and E1 is the measurement of radiated voltage from inside the enclosure.
Tempa Pano uses MIL-STD-285 to perform attenuation measurements of EMI/RFI shielded enclosures.

Magnetic Field SE Electric Field SE
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F

G

HJ

ESE 040420 ETSTS0404 1.9 350 330 300 300

ESE 040620 ETSTS0406 3.1 350 530 300 500

ESE 060620 ETSTS0606 5.0 550 530 500 500

ESE 061030 ETSTS0610 8.7 550 930 500 900

(kg)

AXKL010

KB KP TP0020

KIMS0601115211

12

12

26

14

12

F H
(mm) (mm)

G J
(mm) (mm)

MR KL500604 35 7.5 2000

MR KL500603* 35 7.5 2000

MR KL500609 35 15 2000

ESE SERIES EMC SHIELDED WALL MOUNTED ENCLOSURES

Material : Galvanized steel, 2 mm.

Mounting Plates

Reference No

Enclosures Mounting Plate

Reference No

Weight Mounting Plate Sizes

Quarter turn double-bit lock system.

Lock System

Reference No
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Fastens to rear holes in the enclosures.

Wall Bracket

Reference No

Support Rails

Support Rails  (DIN 46277 - EN 50022)

Earthing between the door and enclosure, 6 mm2 M6.

Earthing Cable

Reference No

Material : Sheet steel, zinc plated, colour passivated (Cr+6 free).

Material : Sheet steel, zinc plated, colour passivated (Cr+6 free).

Reference No HeightWidth

Dimensions (mm)

* Support rail without holes.

Support Rails
Length


