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BUSBAR DISTRIBUTION SYSTEMSNOVA SERIES
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H
(mm)(A) (mm)

N
(mm)

8 VT 08 18 2 262 - 1

18
12 VT 12 18 2 370 - 1

16 VT 16 18 2 478 - 1

3
24 VT 24 18 2 694 - 1

4 VT 04 25 2 207 - 1

25
6 VT 06 25 2 287 - 1

250
8 VT 08 25 2 368 - 1

12 VT 12 25 2 529 - 1

8 VTN 08 18 2 333 54 2

18
12 VTN 12 18 2 459 72 2

3+N
16 VTN 16 18 2 603 108 2

24 VTN 24 18 2 855 144 2

25
8 VTN 08 25 2 500 106 2

12 VTN 12 25 2 662 106 2
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VT BK 08 18

VT BK 12 18

VT BK 16 18

VT BK 24 18

VT BK 04 25

VT BK 06 25

VT BK 08 25

VT BK 12 25

VTN BK 08 18

VTN BK 12 18

VTN BK 16 18

VTN BK 24 18

VTN BK 08 25

VTN BK 12 25

Characteristics :

BUSBAR DISTRIBUTION SYSTEMS

Pole
Incoming
Current

Outgoing
Terminal Centres Way Busbar

Reference No
Type
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NOVA SERIES

Sizes

• Totally encapsulated, fully insulated
250A  415VAC  busbar system.

• Busbur short circuit withstand is ASTA
certified 60 kA for 1second conditional.

• Suitable for BSEN / EN / IEC 60439-1
form 1-4 switchboard construction.

• 18mm and 25mm outgoing terminal
centres for most major manufacturers
(6A to 100A) MCB's.

• Incoming terminals are designed to
accept 250A incoming interconnectors at 
35mm terminal centres.

• One piece copper construction.

• Maintenance free.

• Colour coding for all connections as
standard.

• Shroud for spare / unused outgoing
terminals.

• Tin plated options.

Type 1 Type 2

Mounting Kit
Reference No


